Forty TECHNICAL DATA

Design by:
FORTY DESIGN

ENMA is an elevating and height-adjustable table whose main characteristics are stability and ease of assembly and
handling. This makes it an ideal table for any type of work, whether in the office or at home, with a modern design
that fits aesthetically to any environment. ENMA is designed for an active life and that all its development helps us to
reduce sedentary behavior, notably improving the state of our health. But a height-adjustable table is more than this,
since productivity increases when we are standing. These users feel more motivated, hold more effective meetings and
their stress load is considerably reduced.
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TABLETOP ENMA

Tabletop made of 19 mm thick particleboard, finished in bilaminate (PEFC certified). Straight 2 mm thick PVC/ABS edges
applied with hot melt glue (100% recyclable) with all edges rounded with 2 mm radius. Optionally, imitation plywood
edges can be supplied. Board can be assembled with straight corners or with rounded corners with 50 mm radius.

STRUCTURE ENMA

Structure formed by two legs in the shape of an inverted “T”, made of steel tube of 60x20x2mm. in its lower part and
a triple column of 80x60mm. exterior section, finished in black or white epoxy paint. Each leg incorporates two non-slip
levelers. The legs are joined together by a double telescopic central crossbar to give rigidity to the set made of steel
tube and finished in black or white epoxy paint.

ELECTRIC MECHANISM ENMA

Lift and height adjustable table with the following electrical characteristics:

- 1. Electrical components: input voltage: 100-240V, 50/60 Hz Duty cycle: 10% max. 2min on 18 min off.
Automatic shutdown, low power consumption.

- 2. Anti-collision desk frame, built-in load limit switch. Dynamic load: max. 60 kg incl. tabletop Static
load: max. 80 kg incl. tabletop Speed: 25 mm/s.
This product can be used by children from 8 years of age and persons with reduced physical, sensory or mental
capacity, provided that they receive appropriate instructions/training on how to use the product safely and understand
the dangers involved.

CONTROL DEVICE ENMA

CONTROL KEYPAD

- 1. Up / Down keys. To adjust the height of the desk, press and hold the “up” or “down” key until the
tabletop reaches the desired position.

- 2. Display screen. Displays the desk height value.

- 3. Memory key (1 /2 /3 / 4). After setting the memory keys, the desk will automatically move to the
saved position. How to adjust a memory key: Select the desired position. Then press the S key. Then press the S key,
the display will show an “S” and flash. Whenever a programmed memory key is pressed, the tabletop will
automatically adjust to the entered height/saved height.

- 4. Set key. The set key saves all changed settings.

- 5. Anti-collision function. When the desk encounters resistance to recoil while moving, the desk will
stop and move slightly in the opposite direction.

- 6. Reset procedure:

1. When the display shows press the DOWN key until the frame reaches its lowest position, you hear a “beep” and
the frame bounces slightly. The reset is now complete.

2. 2.2.Toforce a reset you have to move the frame to its lowest position by pressing the DOWN key. Briefly release
the DOWN key and press it again for about 5 seconds until you hear a “beep” and the frame bounces slightly. The
reset is done. To reset to factory settings (e.g. when replacing a controller) press the UP and DOWN keys
simultaneously until you hear a first “beep” after you hear a first “beep” after 5 seconds and a second “beep”
after 10 seconds. Once the display shows “RST” proceed as described in point 1. above.

- 7. Lock / Unlock. Press the “up” and “S” keys for 5 seconds, the display will show “LOC”, system
locked. Press the “down” and “S” keys for 5 seconds, the display will show “LOC” and the system will be unlocked..

Minimum/maximum height. To select a minimum height do the following: Move the frame to the desired minimum
height. Press the UP and DOWN keys simultaneously for about 5 seconds. A beep indicates that the minimum height has
been set. (IMPORTANT: You can only select a minimum height of less than 96 cm) To remove the minimum height, move
the frame to the programmed minimum height and press the UP and DOWN keys simultaneously until you hear a beep
indicating that the minimum height has been removed. To program/remove the maximum height proceed in the same
manner. The maximum height must be greater than 97 cm.
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MODESTY PANEL ENMA

Front modesty panel in the same finish as the 19 mm thick table, attached to the supporting structure by means of

metal brackets. Made of 19 mm thick particleboard, finished in bilaminate (produced with PEFC certification). 2 mm
thick PVC/ABS straight edges applied with hot melt glue (100% recyclable) with all edges rounded with 2 mm radius.
Board can be assembled with straight corners or with rounded corners with 50 mm radius.

ARTICULATED RISE ENMA

The vertical electrification is made by means of articulated plastic vertebra of section 60x45mm. And height under
table.

BOX ENMA
Metal drawer suspended under table with total extraction towards the user with lock and silent system, finished in
black or white epoxy paint.
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Finishes and types of tabletops. Consult price list.
OAK WHITE BACO

Finishes and typologies of bases, structures. Consult price list.

WHITE BLACK
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! - Use of recycled and recyclable materials.
- Limitation in the use of hazardous substances.

- Packaging of recycled bags and/or cartons.

N
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- Energy optimization throughout the production process.

- Minimal environmental impact.

- Controlled waste management.

- Compliance with environmental regulations.

- Powder painting process, free of VOC’s.

- UNE-EN SO 14001:2015 Environmental Management
Certification.

ﬂﬁ - Scheduled routes, optimizing fuel savings.

f— - Oown trucks with maximum volume utilization.
- Volume minimizer in packaing.
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- Optimization of service life.

- Easy cleaning and maintenance.

- After-sales service: repairs, reupholstering and spare
parts.

- Warranty against all manufacturing effects.

- Replacement and spare parts available for a minimum
period of 10 years.

- Recyclable, once its useful life is over and after the
separation of components.

- It is recommended to deliver it to a Clean Point for its
correct separation and treatment, thus contributing to the
environment.

- High degree of recyclability: 97% recyclable.

- We use less polluting and environmentally friendly means of
transportation.

- Travel by vehicles that help the environment.

- Reducing the carbon footprint in our daily lives by managing
the production and consumption of products that generate
greenhouse gas (GHG) emissions into the atmosphere.
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