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Collection of LEXY tables, to singularize classroom areas. Their bold, light and neutral design allows them to be
combined with various Forty seating collections. The chromatic ranges give the elements an exclusive personality that is
faithfully transmitted to the space. Their light and airy structure leaves visual space for greater depth. Tables for
classroom and training, light and easy to move to configure different spaces and uses. LEXY is stackable, making it easy
to store and deploy as needed. New sensations for places where people need to seek greater concentration and search
for new challenges.
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TABLE TOP LEXI

Tabletop made of 19 mm thick particle board, finished in bilaminate (PEFC certified). Optionally available in phenolic
finish (COMPACMEL).2 mm thick PVC/ABS straight edges applied with hot melt glue (100% recyclable) with all edges
rounded with 2 mm radius. Optionally the corners can be rounded.

STRUCTURE LEXI

Steel structure in @16 x 2mm tube. Plastic front anti-tippers and plastic rear leveler. Plastic hook for hanging on the
side of the rear legs attached to the structure. Stackable on the floor up to 5 units. Coating of the metallic parts in
epoxy powder paint with 80 microns prior phosphating. Antioxidant, guaranteeing 200 hours of salt spray.
Characteristics:

- 1. Resistance to domestic chemical agents UNE 48027:1980 5 (24h), 4 (72h).

- 2. Resistance to mechanical damage: UNE-EN ISO 2409:2007 Classification: 0.

- 3. Drop from a table: UNE-EN ISO 6272-1:2004, at 500 mm without cracking.

- 4. Resistance to humidity: UNE-EN ISO 6270-1:2002 without alteration.

- 5. Accelerated aging: UNE EN ISO 11507:2007 24H loss of gloss.

CART LEXI

Steel structure in @16 x 2mm tube. Large wheels for easy handling and support for each wheel of 80 kg. Stackable on
the floor up to 5 units. Coating of the metallic parts in epoxy powder paint with 80 microns prior phosphating.
Antioxidant, guaranteeing 200 hours of salt spray. Characteristics:

- 1. Resistance to domestic chemical agents UNE 48027:1980 5 (24h), 4 (72h).

- 2. Resistance to mechanical damage: UNE-EN ISO 2409:2007 Classification: 0.

- 3. Drop from a table: UNE-EN ISO 6272-1:2004, at 500 mm without cracking.

- 4. Resistance to humidity: UNE-EN ISO 6270-1:2002 without alteration.

- 5. Accelerated aging: UNE EN ISO 11507:2007 24H loss of gloss.
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Finishes and types of laminates. See price list (page 72) .

Acabados y tipologias de tableros. Consultar tarifa (pag. 73).

WHITE BLACK CEMENT WHITE

Finishes and types of bases and structures. Consult price list (page 73).

ALUMINIUM
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WHITE BLACK CURRY GREEN

- Use of recycled and recyclable materials.
- Limitation in the use of hazardous substances.
- Packaging of recycled bags and/or cartons.
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- Energy optimization throughout the production process. to
- Minimal environmental impact.
- Controlled waste management.
- Compliance with environmental regulations.
- Powder painting process, free of VOC’s.
- UNE-EN ISO 14001:2015 Environmental Management
Certification. ‘
‘E PN
ﬂ - Scheduled routes, optimizing fuel savings. l
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- Own trucks with maximum volume utilization.
- Volume minimizer in packaing.
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BLACK

TERRACOTA

- Optimization of service life.

- Easy cleaning and maintenance.

- After-sales service: repairs, reupholstering and spare
parts.

- Warranty against all manufacturing effects.

- Replacement and spare parts available for a minimum
period of 10 years.

- Recyclable, once its useful life is over and after the
separation of components.

- It is recommended to deliver it to a Clean Point for its
correct separation and treatment, thus contributing to the
environment.

- High degree of recyclability: 97% recyclable.

- We use less polluting and environmentally friendly means of
transportation.

- Travel by vehicles that help the environment.

- Reducing the carbon footprint in our daily lives by managing
the production and consumption of products that generate
greenhouse gas (GHG) emissions into the atmosphere.
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